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ECONOMY HIGH QUALITY 1/3" SHARP CCD SENSOR with 420TVL, Able to View in TOTAL Darkness - 0 Lux, Wide Angle with 3.6mm Len. (81 degree) Weatherproof + Vandaproof + Anti Rust.
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	Mode 
	CC-1130IRVP 

	Sensor 
	1/3’ JAPAN SHARP CCD SENSOR 

	Signal mode 
	PAL 
	NTSC 

	Resolution 
	752Hx582V 
	500Hx492V 

	Frequency 
	H:15.625KHz V: 50Hz 
	H:15.735KHz  V: 60Hz 

	Horizontal resolution 
	Color 420TVL 

	Minimum Illumination 
	0 Lux 

	S/N ratio 
	>=48dB 

	(Shutter) 
	1/50 - 1/100,000S 

	(AWB) 
	Auto 

	(BLC) 
	AUTO 

	Distance 
	up to 12M 

	Video output 
	1 Vpp, 75Ω 

	Fix lens 
	3.6mm Len (81 degree)  

	Voltage 
	12VDC ± 10% 

	Current 
	185mA 

	Size 
	88 x 66 mm 

	Weight 
	295g 


Video Day Night Sample: Sample: http://www.choicecycle.com/1129.avi  
1 ROCHOR CANAL ROAD, SIM LIM SQ, #02-50, SINGAPORE 188504


