CC116B     100FPS/100FPS: Description
  
· MPEG4 100FPS DVR card capable of supporting 16 Cameras with Compression selectable.  MJPEG, MPEG4, MPEG4+,
· Combine 2 x DVR Cards, Support up to 32 Cameras Video Input.         (2 DVR cards = 200FPS) 
·  Use little HDD space, Smaller file size to transmit thru Internet and   Longer Time recording for many cameras.  

· User Friendly, Quick Installation Guide include. 

· Support Direct IE/Web Browser, PTZ and Remote View Client software. 
Specifications 
	Video Input(s)
	16 channel (2 X 100FPS DVR CARD = 32 channels)

	Audio Input(s)
	1 channel

	Recording Rate
	100fps (NTSC), 100fps (PAL).

	Display Rate
	120fps (NTSC), 100fps (PAL).

	Video Resolution
	320 X 240, 720 X 480, 720 X 240

	Compression Format
	MJPEG, MPEG4, MPEG4+ selectable

	Data Size
	100 ~ 350M/H/Cam

	Recording Type
	Sequence, Scheduled, Motion, Sensor Recording

	
	Pre Alarm / Post Alarm Recording by frames

	Recording Schedule
	Scheduled by time, date and camera

	Motion Detection
	Multi-zones, Multi-channels

	Pan/Tilt Control
	RS232C (Pan/Tilt/Zoom/Focus/Preset/Group)

	Auto Switching
	1, 4, 6, 7, 9, 10, 13Ch. by time interval

	TV OUT
	TV OUT

	Network
	ISDN, DDN, PSTN, LAN, WAN, Internet, ADSL, Modem, 256K-2M BROADBAND,

	Alarm
	ALRM 16 INPUT, 8 OUTPUT. PROGRAMMABLE, MOTION DETECTS.

	PC REQUIREMENT
	PENTIUM 4, 2.4GHz, 512RAM, 128MB VIDEO MEMORY, 160GB

	  OS REQUIREMENT
	WINDOW 2000, WINDOW XP HOME, XP PROFESSIONAL


