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CC164000BD   400FPS: (16 Video LIVE!!) 
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 World Smallest Compression from 40MHz / Hour / Camera (40MHz x 24 hours x 4 Cameras x 30 days = 120GB, if Motion Detect Record Enable – double to 60 days OR reduce HDD Video storage to 60GB!!)
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 Latest Technology - H.264 Base Profile (MPEG 4 Part 10) 
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 Support 4, 8, 12, 16, 20, 24, 32, 64 CH REAL TIME / LIVE / 1200FPS  Video + Audio.
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 Support Display, Record, Playback, Remote Network / Web Browser, Backup same time.
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 Remote Viewable thru Dynamic Domain Name on Web Browser / IE.
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 Very Low CPU Usage, 1% ~ 4%, Very Stable, No Stress on CPU Mainboard, Low Power, No HEAT, Easy Installation – Quick Guide inclusive. 
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 Smallest File Size, Fast / High Transmitting over Internet.
	Video input 
	16 channels, Support Up to 48 Channels.  

	Audio input
	16hannels，G.729(8Kbps)/PCM(64Kbps),audio + video in-phase,      

	FPS
	400FPS / 400FPS (PAL)（480FPS / 480FPS NTSC）

	Compression
	H.264 Base Profile (MPEG 4 Part 10)

	HD rate
	40~250M/h/CH

	Resolution
	D1 720 X 576,  CIF:352×288（PAL）/320×240（NTSC）

QCIF:176×144（PAL）/160×120（NTSC）

	P/T/Z control
	Support PAN TILT ZOOM, AUTO PAN, PRESET LOCATION

	NETWORK


	56K MODEM, BROADBAND, ISDN、DDN、PSTN、LAN、WAN、Internet、ADSL.

	Recording

	MOTION DETECT RECORDING, CONTINUOUS, SCHEDULE, MANUAL.

	Others

	Support Provide Full CPU at Low Cost + Configuration + Warranty + Delivery*
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