PROFESSIONAL 16CH H.264 DVR MACHINE (INTERNET SMOOTH VIDEO)
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· 400FPS / 480FPS DISPLAY, RECORD, PLAYBACK 16 CAMERAS LIVE!! 
· Most DVR Playback 3fps ~ 6fps, only 16KT2G Playback 25FPS EACH CH LIVE!!
· PENTAPLEX : RECORD, PLAYBACK, BACKUP, NETWORK + BACKUP SIMULTANEOUSLY.
· HIGH TECHNOLOGY COMPRESSION FORMAT : H.264 & MPEG4 (25~120MHz/H/Cam)
· NETWORK : IE WEB BROWSER and CMS Functions. (View Multi Site same Screen)
· RECORD MODE : MANUAL, SCHEDULE, MOTION DETECT, CONTINOUS.
· Record Up to 3 Months 16Cam LIVE – 25FPS EACH, SMOOTH VIDEOS, NO LAG
· Support 4000GB OR 4TB, Most Powerful Memory with LIVE Video Playback. (500GB x 8HDD)
· Super Power Supply Output to DVR Board, built in NOISE killer / filter.
	  
	MODEL: 16KT2G 

	OS 
	PSOS Real Time Operation System 

	Video Input/Output 
	16 In / 2 Composite Out / 1 VGA Out 

	Display Speed (NTSC/PAL) 
	480 / 400fps(Real-time Display) 

	Recording Speed 

	480 / 400fps (complete pictures) 

	Monitor Output 
	Main Monitor Output (Composite, VGA) 

	Recording Resolution 
	PAL : 352x288, 704x288, 704x576 

	Compression Algorithm 
	H.264 & MPEG4 (25~120MHz Small File Size) 

	Recording Modes 
	Manual / Alarm / Timing / Motion Detect 

	Motion Detection 
	Supports the Setting of Motion Sensitivity & Area per Camera 

	Audio Input / Output 
	16ch Input or 16ch loop selectable/ 1ch Output 

	Alarm Input / Output 
	9ch Input / 5ch Output 

	PTZ Control & Port 
	Pan/Tilt/Zoom/Focus/Iris, RS-485 Port 

	LAN 
	10/100BASE-TX Ethernet 

	R Remote Management 
	Remote Configuration and management by Remote S/W 

	Remote Function 
	Live, Playback, Backup, Configuration 

	External Backup Device 
	USB 2.0 (USB Thumb drive), IE, CLIENT SOFTWARE

	HDD 
	Max 8HDDs (8HDDs OR 8000GB for 6 months) 

	Power 
	100VAC-240VAC, 3A, 60/50Hz, App.50W / -10~60deg

	Dimension and Weight 
	 432 (W) x 96 (H) x 420 (D) mm, 7Kg 

	Remote Software 
	CENTRAL MONITORING Software & INTERNET EXPLORER 


