PROFESSIONAL 16CH 400FPS H.264 DVR SERVER
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· REAL TIME 400FPS H.264 DVR with 25FPS EACH Display & Playback LIVE!! 

Common DVR in the market are Lagging when Playback.
· Support up to 8 HARDDISK, 4000GB, 3~6 months of Video & Audio, AUTO OVER-WRITE.
· MOTION DETECT / MASKING AREA, MANUAL, ALARM, SCHEDULE REC Programmable.

· INTERNET EXPLORER direct Viewable, Playback, Backup, Playback after Backup by IE!!

· Multi Viewers, Multi Level Password, Assign different functions allow to different User.
· PENTAPLEX: Same time Display, Record, Playback, Network Live, Network Playback, Network Backup without stopping any functions.

· CMS: Combine up to 49 DVR viewing different Location / CH with one display.

· H.264: Smallest File Size, great for Long Time Storage & Smooth Network monitoring.
· Trouble Free: No Virus attack, No Update of Windows, 24 x 7 Auto Over-– Write when full.
· EPROM Memory: High Security Standard, Memory input stays without AC/DC for 10 years. http://en.wikipedia.org/wiki/EPROM  
	MODEL
	16KT4G Specifications

	Compression
	H.264 / MPEG4, CBR & VBR, PAL (625 lines); NTSC (525 lines)

	Video
	16 BNC VIDEO INPUTS, 1 BNC OUTPUT, 1 VGA OUTPUT. 

	Audio
	16 RCA AUDIO INPUT, 2 RCA OUTPUT G.729

	Alarm input
	16-channel input. 4-channel output

	Network
	SMOOTH LAN, INTERNET EXPLORER, WEB BROWSER, CLIENT SOFTWARE viewing up to 49 Multi DVR/Site.

	Control mode
	Front panel, USB mouse, IR remote control, Network control

	Backup mode
	Network backup; external CD-R; USB interface (25FPS LIVE AFTER BACKUP) 

	Resolution
	704×576, 352×288, Multi Level Selectable. 

	Hard disk
	Support up to 8 HARDDISK of more than 1000GB capacity  

	Encryption
	EPROM Data encryption + secondary password management 

	Power
	AC230V, Low Power Consumption 50W (exclude hard disk) 

	Env temperature
	Working temp: +5℃~+50℃; RH: < 90%,,, Storage temp: -20℃~+70℃; RH: < 95% 

	Dimensions
	2U Standard Industrial Case: 432×96×416mm, 7Kg, Support Pan Tilt Zoom 


