PROFESSIONAL WORLD CLASS 100% KOREA, SUPER SHARP VIDEOS OVER INTERNET, TRUTH MPEG4 8CH & 16CH DVR.

Model: 8KTM2G & 16KTM2G (LIVE DEMO: http://cc99.ath.cx:8000 ) 
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· EASY DIY, PLUG & PLAY MOTION DETECT RECORD UP TO 8 & 16 CAMERAS INPUT.

· SMALL FILE SIZE, LONG RECORDING, Support 4 HDD, Record 30 days to 90 days.

· SUPER HIGH CONTRAST – SAMSUNG CHIPSET VIDEO QUALITY,              capture All details of REAL COLOUR even at very LOW Light.

· SUPER LIGHT WEIGHT (5.8 & 6.8kg), easy to deliver.

· AUTO OVER-RIDE when Hard Disk Full. 

· Duo Bio - AUTO RECOVERY KENERL Backup

· HIDDEN CAMERA DISPLAY (Cashier, Bedroom, Sensitive Areas,…)

· MULTI VIEWERS & CMS Software - View Multi Site same Screen,              combine All DVR cameras up to 49 channels display, Smooth LIVE Video on Network.
· POWERFUL INTERNET Functions : IE – LIVE & PLAYBACK, Software - LIVE, PLAYBACK, BACKUP, VIEW FROM PC, CONVERTOR,….

· KOREA CE & FCC CERTIFICATE (optional)

	 Model : 8KTM2G, 16KTM2G
	8Ch & 16 Stand-alone DVR 

	Video Signal 
	Input 
	8 & 16Ch Input BNC, SAMSUNG CHIPSET, 5 Output. 1V 75Ohm  (BNC/VGA/S-video/Spot / Loop through)

	Audio 
	Input / Output 
	4CH Input, 1CH Output 

	Display 
	LIVE Display 
	8CH - 200 FPS, 16CH – 400FPS (PAL) 

	
	HIGH Resolution 
	720 X 480 (NTSC) / 720 X 576 (PAL) 

	
	Screen Split Mode 
	Full, Quad, POP, PIPs, SPOT, VGA DISPLAY

	Triplex Mode 
	Simultaneous Recording/Playback/Live Internet 

	Recording 
	Video Compression 
	TRUTH MPEG4

	
	HIGH Video Resolution 
	720 X 480 (NTSC) / 720 X 576 (PAL) 

	
	Recording mode
	Continuous, Scheduled, Motion Detect Recording 

	
	Recording FPS 
	PAL : 8CH 200 FPS, 16CH 400FPS PLAYBACK ALL CH LIVE. 

	Remote Access Internet
	TCP IP RJ45: Supporting Static, DHCP, DDNS, PPPoE

	
	Search 
	Search by Date/ Time List, Event List, Date/Time, HDD Block, 2 x Zoom 

	Data Backup 
	NETWORK, USB 

	
	Display Hidden Function 
	Display Hidden Function by Each Channel ; Recording Available 

	
	Remote Control MISC
	IR Remote Control, RS-485,  12V 5.0A DC Adaptor, 430(W) X 75(H) X 358(D)mm, 6.8kg (NET), FCC, CE APPROVED STANDARD


