CC214A : 100FPS / 100FPS (4 Video LIVE!!) 

CC818A: 200FPS / 200FPS (8 Video LIVE!!)
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Description : Features 
       4 / 8 Channel combine of MPEG4 / H.264 COMPRESSION, DIRECT IE / WEB BROWSER DVR card. 
       Latest version in JULY 2011, Low CPU Usage, Stable, High Display Quality. 
       Support PCI 2.2，main chipset adopts Philip 7130 Processor 
       Good image quality, display at 9 Bits color, Support up to 24 Channels. 
       SMS to phone when Video Alarm trigger. 
       Image Quality, FPS Frames, Video Brightness, Hue and Contrast could be adjusted； 
       Direct Saved as MPEG4 format, Playback using Windows Media Player.   
       Fast Search/Playback by Video Clips in seconds beside convention playback by Date/Time or Alarm. 
· Support WINDOWS 2000/XP, Further development available.  

· Support PTZ, Support insert own Brand & Logo.
Specifications 
	Video Input (s) 
	4 / 8 channel BNC INPUT 

	Compressed Format 
	H.264 / MPEG4 

	Display & Record Rate 
	120 / 240fps (NTSC), 100 / 200fps (PAL). 

	Playback Resolution 
	PAL：352*288(4CIF)   NTSC：320x240(4CIF) Small File size but Good  / High Quality Picture. 

	 Data Size 
	60~200M/H/C 3 levels 

	 Record 
	Motion Detection, schedule, Alert; support video signal preview mask function 

	 PTZ Control 
	Support Popular Protocol. 

	Network  
	ISDN, DDN, PSTN, LAN, WAN, Internet, ADSL, Modem; Direct I.E / Web Browser or Client software, support multi-channels same time, Playback, Manage, Control 

	Support with complex card to build 12, 20, 24 channels system. 



