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Video / Audio input (DB25 cable):

Model : CC-214V 4ch 100FPS   4ch real time. 

        CC-818V 8ch 200FPS  8ch real time. 

Video and audio capture chipset (Techwell6802):

10bit video ADC, with 4H pectination filter, with color adjust and AGC function

10bit audio ADC, 8 / 16 bit sampling output, sampling frequency and GAIN adjustable

Video resource:

PAL: 50 frames full D1, 100 frames half D1/CIF 

PAL: 100 frames full D1, 200 frames half D1/CIF 

PAL: 200 frames full D1, 400 frames half D1/CIF 

NTSC: 60 frames full D1, 120 frames half D1/CIF 

NTSC: 120 frames full D1, 240 frames half D1 / CIF 

NTSC: 240 frames full D1, 480 frames half D1/CIF 

Video output:

VGA preview output (full screen / quad screen)

TV output (multi channels switch)

Display resolution:

PAL: D1 (704x576) / CIF (352x288) / QCIF (176x144), and multi media format (320x240)

NTSC: D1 (704x480) / CIF (352x240) / QCIF (176x120), and multi media format (320x240)

Record and playback speed:

Maximum 25 frames (PAL) / 30 frames (NTSC) per channel

Minimum 8KHz sound realtime capture

Compression:

H.264 / MPEG4 / WMV3 multi format, other user defined CODEC pick up also

Storage format:

AVI file format selectable ( Maximum 2G per file)

Image adjust:

Bright, Contrast, Color and Saturation adjustable, audio sampling and GAIN adjustable

Alarm input / output

20 Channels input and output optional, CPIO start up. With alarm card / box interface

PTZ control

Support PTZ control function, build in multi protocol

Remote

Maximum 36 channels remote viewing from Client software / IE, support remote PTZ control and online chatting

Networking

Support networking function based TCP/IP or UDP protocol, support PSTN / ISDN / DDN / ADSL / LAN / WWW 

Hardware & OS request

Intel 845 /848 /865 / 915 / 945 / 965 chipset group, C4 2.0G or later 32bit or 64bit CPU, dual core or quadruplex core will better (24 channels request P4 3.0G or dual core 2.8G CPU)

Windows 2000, XP, 2003 or windows vista, Linux (Kernel 2.4.x or 2.6.x)

Research and support

Can working with HOY6000D4 decode card together, video / audio output to monitor or TV
OEM / ODM support 

Basic function

1. Maximum 16 channels support in single system

2. search by date, time and camera.

3. OSD / LOGO and water mark function

4. Motion detect and alarm recording function 

5. PTZ and AUX control function

6. Multi user management function

7. Remote view and control function powerful client software
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