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PASSWORD: 111 111 , PORTS 80, 1024, 49151
Affordable 4CH MPEG4 50FPS High Resolution – Full D1, Internet viewable Powerful Compact DVR machine. Latest Version 2008.

· SMALL VIDEO FILE SIZE – RECORD 3 TIMES LONGER THAN STANDARD FORMAT.
· MPEG4 50FPS – Most DVR only offer 25FPS Share. 
· SAMSUNG Super SHARP Micro Processor – 32 Bit RISC Processor (only in the market)
· Internet Explorer, View Software CD inclusive. 
· MOTION DETECTION, MANUAL, SCHEDULE.
· Very Low Power Consumption – 40W ONLY!!
· Remote Control – Full Functions controllable as Front Panel.
· Support IDE or SATA Harddisk up to 500GB
· Highest Resolution Full D1 or 704 x 576!!
· Hide Channel but still in recording!!
· Support DDNS update, WWW.DYNDNS.COM 
· Easy Installation – Quick Installation Guide inclusive.

	Item
	Specification

	Compression Standard 
	MPEG4 – SUPER HIGH RESOLUTION

	Video single
	50FPS PAL, 60FPS NTSC

	Video input, output
	Composite video: 1.0V p-p/75Ω，BNC connector×4, 2 Output

	Audio input / output
	RCA connector×2

	Alarm input 
	N.O. or N.C.; 4 channels input, 2 Channels Output

	Control function
	PTZ

	Network
	10/100M supported internet，supported LAN、WAN and ADSL; dynamic IP connection; supported IE browser Ports 80

	Backup
	USB / NETWORK SOFTWARE

	Resolution
	D1 704×576, CIF 352×288  1/2D1 352×576  

	HDD
	1 IDE OR SATA connector, supported 500GB

	Security
	Database security + password management 

	Power
	DC12V 5A

	Power consumption
	40W（without HDD）

	Temperature 
	Working Tem：+5deg~+50deg；Humidity ：< 90%

	Dimension
	W x H x L：335×54×260mm, 4.5KG (Full set without HDD)








