4CTM V5.304 20080923 PT450 & 220X ZOOM SETUP.
Sincerely Thank You for your purchased of our DVR & cameras.

	Setup for PT450 Preset for CH1

Com Port : 485

Bitrate : 2400

Device : Decoder

Ch : Ch1,

         Pelco D,

PTZ Address 1 : PTZ Step : 1

Port set (PT450 Preset) : 1, Adjust – 1st Location, Save.

                                           2, Adjust – 2nd Location, Save,

                                           3, Adjust – 3rd Location, Save,

                                           4, Adjust – 4th Location, Save,….

To check Preset : 1 Read, 2 Read, 3 Read, 4 Read,….

Do Not Copy All, cause it will over-write other channels.

Key Protocol LC, Add Candid N.A.

OK & Exit.

	Setup for CCDN220X Preset for CH2,

Ensure CCDN220X had been set to 1) Focus – Auto, 2) Protocol – Pelco D, 3) ID - 002

Com Port : 485

Bitrate : 2400

Device : Decoder

Ch : Ch2,

         Pelco D,

PTZ Address 2 : PTZ Step : 2

Port set : Default

Do Not Copy All, cause it will over-write other channels.

Key Protocol LC, Add Candid N.A.

OK & Exit.


Use Network IE login, after viewing Video appear :

a) click on Ch1, click test Left, right, up, down, it should move if RS485 connection correct.

b) Input 1, 2, 3, 4, and right arrow, PT450 will move to Preset Location.

c) Click on Ch2, click on Zoom in and out, it should zoom if RS485 connection correct.

Wish Smooth and Good Health.

Warm Regards

