Model 4KT3G CMS SETUP PROCEDURE  
RUN CMS SOFTWARE:  please get Serial No & PW from Installer.

1. ID : Administrator, PW: 12345
2. Setup, Wizard, Device,…. 
    Model M4CH 4300, Serial No. (eg: 00026901ADA7, behind DVR)
    0002690289C1 or 16300081000017.
    Domain Name, eg: cc99.ath.cx , Port 5445.
    User Name : dvr, Password: 1111, Confirm 1111.
    Add Site : Tick All Camera, Finish.
3. Setup, Device Manager to edit & remove. 
4. View, Site Tree, click on Camera Channel for display LIVE Video.
5. Screen Patterns to choose how many Channel require.
6. Tool, Option, Video Display for FULL Screen, 
PLAYBACK Procedure:

Press SEARCH, EVENT SEARCH – Motion Detect Files.

Press SEARCH, TIMELINE SEARCH – Date & Time input.

Network View and Backup:

Open Internet Explorer (IE), enable ALL Active X, add IP to Trusted Site,        

input 192.168.1.88 or Example Domain http://lky.hopto.org:9090/video.asp 
Password: 1111. LIVE Video will appear if Network setup correctly.

Note: remember to add /video.asp at the end. 

Support www.bestddns.com , require MAC address & Serial number. 

Click SEARCH, select Date & Time, Playback Video require, 

click Backup to PC.

Use Client software to Playback & Burn into CD. 

Deafult Network Setting:

a) IP Address: 192.168.1.88 (changeable) 
b) NETMASK: 255.255.255.0 (DO NOT CHANGE)
c) Gateway: 192.168.1.1 (changeable)
    d) Port: 80 – changeable, 5445  (DO NOT CHANGE)
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