Model: 4KTM4G & 8KTM4G & 16KTM4G (INTERNET NETWORK)
LIVE DEMO http://cc99.ath.cx:443 Admin 1111 1111 (DVR & IE), 1111 (CMS)

IPHONE LIVE DEMO http://cc99.ath.cx:443/m/ Admin 1111 1111

PORT : 80, 5000~5004 (TCP), 5100UDP.
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· ORIGINAL Made in KOREA – HIGHEST QUALITY, RICH COLOUR, SMOOTH VIDEO,  “MADE IN KOREA” Printed on DVR machine. (not stickers)

· DUO RECORD MODE : LOCAL PLAYBACK MODE & NETWORK QUALITY MODE.

· SUPPORT HIGH RESOLUTION 1280 X 1024
· DIRECT BACKUP IN AVI (WIN MEDIA PLAYER) FROM DVR, NO SOFTWARE REQ.

· SAFARI IPHONE / ANDROID / IE WINDOW MOBILE / SYMBIAN / IPAD / SMART PHONE / WIFI & 3G PHONE VIEWABLE.

· SUPPORT UP TO 10 VIEWERS NETWORK SAMETIME.

· SUPPORT UP TO 20 USERS WITH MULTI LEVEL PASSWORD, ABLE TO ASSIGN VIEWER TO MONITOR ONLY PRE ASSIGNED CHANNEL.

· HIGH SPEED PLAYBACK UP TO 64X, SUPPORT FPS BY FPS SEARCH.

· SUPPORT DYNDNS UPDATE.

· CMS – 64CH MULTI DVRsss VIEWABLE FROM CENTER MONITORING STATION.

· 3 YEARS WARRANTY (1 YEAR 1-1, 2~3 YEAR SERVICE & REPAIR)

· KOREA CE & FCC APPROVED – LOW HEAT, LOW POWER CONSUMPTION..
	Model : 4KTM4G
	4CH / 8CH / 16CH Stand-alone DVR 

	Video Signal 
	Input 
	4Ch Input BNC, 4 Loop Out, 1 Video Out, 1 Spot, VGA.  (BNC/VGA/S-video/Spot / Loop through)

	Audio 
	Input / Output 
	1CH Input, 1CH Output 

	Display 
	LIVE Display 
	4CH - 120 FPS, 8CH - 240 FPS, 16CH 480FPS

	
	HIGH Resolution 
	720 X 480 (NTSC) / 704 X 576 (PAL) 

	
	Screen Split Mode 
	Full, Quad, POP, PIPs, SPOT, VGA DISPLAY

	PENTAPLEX Mode 
	Display/ Recording/Playback/Live Internet/Backup 

	Recording 
	Video Compression 
	SUPER H.264

	
	HIGH Video Resolution 
	720 X 480 (NTSC) / 704 X 576 (PAL) 

	
	Recording mode
	Continuous, Scheduled, Motion Detect Recording 

	
	Recording FPS 
	4CH NTSC :120 FPS / PAL :100 FPS /// 8CH NTSC :240 FPS / PAL :200 FPS

	Remote Access Internet
	TCP IP RJ45: Supporting Static, DHCP, DDNS, PPPoE

	Search 
	Search by Date/ Time List, Event List, Date/Time, HDD Block, 2 x Zoom 

	Data Backup 
	NETWORK, USB DIRECT IN AVI

	
	Remote Control MISC
	IR Remote Control, RS-485,  12V 3.0A DC Adaptor, 290X200X60 (mm), 4.5kg (NET), FCC, CE APPROVED STANDARD


