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4 Channel QUAD PROCESSOR - Real Time, High Resolution.
View 4 cameras simultaneously, with other selectable viewing options including: Single FULL SCREEN, Auto Switching/Sequence Mode with selectable timing, 2 Camera display, 3 Cameras display, Picture in Picture up to 3 Cameras!! Support Video Enlarge, Freeze - Flicker Free!!, VCR output/input & VCR Playback, Alarm Buzzer when Video Loss / Motion Detect, Display Date, Time, Naming of Camera/Location, PAL & NTSC, Remote Control..... 
Specifications:                        Features:

	Camera Inputs: 4 Channel BNC
	Multi screen viewing options

	Main Monitor Output: 1 Vp-p 75 Ohms, BNC
	Record/live or display/playback option

	VCR Input: 1 BNC
	Adjustable video quality settings by channel

	VCR Output: 1 BNC
	Individual alarm settings of all 4 channels

	Motion Detect Sensitivity: 5 levels.
	Video loss detection for each camera

	Video Loss Detection: Yes
	2 times zoom option

	Picture Freeze: Yes - Flicker Free!!
	

	Display Rate: 30 Frames per Sec for each Camera   (30 x 4 = 120FPS)
	

	Recording Rate: 30 Pictures per Sec for each Camera (30 x 4 = 120FPS)
	

	Resolution: 720(H) x 576 (V) FULL SCREEN
	

	Dwell Time: Programmable (1~10 Sec)
	

	Picture in Picture: Yes 
	

	Key Lock: Yes
	

	Picture Zoom: 2 x 2 (Movable)
	

	Camera Title: 6 Digits
	

	Video Adjustments:
Color/Contrast/Brightness Adjustable per channel
	

	Alarm Input: 4 Alarm
	

	Alarm History Log: 60 Events
	

	Time Display Format:
YY/MM/DD, DD/MM/YY, MM/DD/YY, OFF
	

	Power Source: DC12V, 1A
	

	Dimensions (mm): 4 Channel: 150 (W) x 45(H) x 120(D)
	

	Weight: 4 Channel: 900g
	


NOTE : This equipment are NOT Surge Protected.
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