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1/3 Sony 420 / 480 / 520 / 540 TV Line IR dome camera

84 D5 IR LED, 45-60M IR distance

Features:

   420TVL ~ 540TVL Resolution, 512 x 518 Pixel

   84 D5 IR LED, 45-60M IR distance with Auto Blower
   1/3’ SONY SUPER HAD DSP AUTO WIDE DYNAMIC CCD SENSOR 

   0.2Lux in COLOUR, 0 Lux / IR ON when Total Darkness
   6-15mm AUTO IRIS LENS for 8meters ~ 50 meters
Specification:

	     Model
	811LE2, 811LE8, 811LE5,

	    Image Sensor
	1/3’ SONY SUPER HAD DSP AUTO WIDE DYNAMIC CCD SENSOR

	   System
	     PAL / NTSC

	   Effective Pixels
	     PAL: 512 X 518

	   Sync. System
	     Internal

	   Resolution
	     420, 480, 520, 540 TV Line 

	   DSP
	     Sony 3141 high speed DSP

	   D/N function
	     84 D5 IR LED

	   Minimum Illumination
	0.2Lux in COLOUR, 0 Lux / IR ON when Total Darkness

	   Function
	     SOLID WEATHERPROOF IP65

	   Lens
	    6-15mm AUTO IRIS LENS

	   S/N Ratio
	     48dB

	   Video Output
	     1.0vp-p@75 ohm BNC

	   Back Light Compensation
	     On / Off

	   Auto Gain Control
	     0-40dB Auto / Off

	   Shutter
	     1/100-1/100000 

	   Dimension
	     350 (L) x 120 (H) x 120 (W)mm

	   Power Supply
	     DC12V

	   Operating temperature
	     -10C TO +50C


