100% MADE IN KOREA 8CH 100FPS DVR (MODEL: 8KT4A)

· 8CH 100FPS HIGH RESOLUTION DVR SERVER – TRIPLEX – DISPLAY, RECORD, PLAYBACK! 
· Support IDE & SATA HDD, (Support up to 1000GB – record up to 60 days)

· Low Power Consumption : 45W (24 hours x 30 days, $7 ~ $10 per month)

· 100FPS – DISPLAY , RECORD, PLAYBACK LIVE VIDEOS.

· AUTO RECORD, MOTION DETECTION, MANUAL, SCHEDULE.
· Remote Control – Full Functions controllable with Pan Tilt Zoom capability.
· Backup Video by USB. (Professional Software, Quick Guide, Full Manual include) 
· High Resolution Full D1 or 720 x 576!! 
    Specification:
	8KT4A Made in Korea.
	8CH TRIPLEX DVR Recorder

	Video Signal 
	Input 
	NTSC/PAL, 1V 75Ohm, Input BNC (8Ch) 

	Audio 
	Input / Output 
	2 X RCA (1CH Input, 1CH Output) 

	Display 
	LIVE Display 
	240 FPS (NTSC) / 200 FPS (PAL) 

	
	HIGH Resolution 
	720 X 480 (NTSC) / 720 X 576 (PAL) 

	
	Screen Split Mode 
	Full, Quad, 6, 7, 8 and 3 PIPs, 2X ZOOM

	Triplex Mode 
	TRIPLEX (Simultaneous Recording/Playback/Live) 

	Recording 
	Video Compression 
	Real-time FULL TRIPLEX M-JPEG 

	
	HIGH Video Resolution 
	720 X 480 (NTSC) / 720 X 576 (PAL)

	
	Recording method 
	Continuous, Scheduled, Motion Detect Recording

	
	Recording FPS 
	NTSC :120 FPS / PAL :100 FPS 

	
	Internal Hard Drives 
	EIDE, SATA-100, 1 HDD support up to 1000GB

	
	Playback Screen Mode 
	Full, Quad, PIP, Zoom, Split, Panorama 

	
	Search 
	Search by Date/ Time List, Event List, Date/Time, HDD Block 

	
	Zoom Mode 
	2 x Digital Zoom 

	Alarm Control 
	External Alarm Input 
	Alarm Input : NO, NC Type 

	
	Alarm Output 
	Internal Buzzer, OSD, Combined with External Device 

	
	Alarm Setup Period 
	30 sec ~ 30 min 

	Data Backup 
	USB with Professional Software 

	Others 
	Auto Screen Switching 
	AUTO SEQUENCING Period : 1 ~ 60 sec 

	
	Signal Loss Detection 
	Automatic Alarm 

	
	Display Hidden 
	Display Hidden Function by Each Channel ; Recording Available 

	
	Remote Control 
	IR Remote Control, RS-485 FOR PAN TILT ZOOM 

	
	Power Supply MISC
	12V 5.0A DC Adaptor,  380X300X75 (mm), 4.0kg (NET), 4.5kg (GROSS)

	
	Certification 
	International FCC, CE APPROVED STANDARD


