PROFESSIONAL HIGH POWER INFRARED NIGHT VISION WEATHERPROOF WIDE COVERAGE PRESET HIGH SPEED SONY SUPER HAD CCD COLOUR DOME CAMERA.
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Specification:
	Model
	PTZ950BIR

	Description
	23 x 10 zoom range IR high speed dome camera

	Sensor
	Sony SUPER HAD CCD

	Signal
	PAL
	NTSC

	Pixels
	712(H)×582(V)  410K
	752(H)×492(V)  370K

	Line
	480 TV

	Illumination
	0Lux / IR ON

	Lens
	f= 3.6~79.2mm (23x optical zoom)

	IR LED
	10 x SUPER LED + 10 x D10 HIGH POWER LED

	IR Distance
	120 ~ 150M

	Vertical
	50Hz
	60Hz

	PAN
	360°PAN, 350°/s

	TILT
	90°Tilt, 120°/s

	Preset
	220 presets, 8 cruise way, 8 auto PAN, OSD

	Function
	400s operate record, Alarm function (optional), private zone function (need camera support), online upgrade

	Shell
	Alloy shell, IP65, 3KV thunder protect, surge protect

	W.B
	Auto Tracking

	B.L.C
	ON

	A.G.C
	ON

	Gamma
	0.45

	Video Output
	1Vp-p, 75Ω

	Other
	Inner time, support weekly schedule edition

	Bracket
	Anti Cutting Special Bracket

	Power
	DC/12V ±10% 2A filter power adaptor

	Dimension
	400 x 380 x 380mm

	Volume Weight
	10kg


Function:

1. IR / Zoom range match automatic

[image: image2.png]



2. Start up logo customize, 
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3. Internal power adaptor anti-cutting bracket,
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4. External DIP switches, Easy to install,
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