THESE CABLES ARE MADE WITH RG59U Connectors HIGHER QUALITY CABLE THAT PROVIDES THE BEST QUALITY VIDEO SIGNAL AVAILABLE. Combine Video & DC together, no more messy wiring, User Friendly, DIY, Plug & Play.
Video cable with BNC Male on one end and RCA Male on the other. 18/2 Power wire with 2.1 ax 5.5mm Male and Female connectors. Connectors fit All Cameras, DVR Cards and Power Supplies. 

Cable Length comes in 10m, 15m, 20m, 30m, 40m, 50m.
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Video & Power Combination Cable

	Description:
• Siamese type configuration with separation web
• 3 CABLE + 1 SCREEN with 26AWG
• Max Current  4A
• Working Current 1A (Max) 
Applications:
Indoor cable (non-conduit per NEC) for:
• CCTV

Electrical Characteristics:
• Nominal capacitance: 16.2 pf/ft 53.1 pf/m*
• Vel. of Prop.: 82%
• Nominal Impedance: 75Ω
• 20 AWG Nom. D.C.R. @ 20°C: 10.1Ω/1000 ft.
• 18 AWG Nom. D.C.R. @ 20°C: 6.6Ω/1000 ft. *Capacitance between conductors. ]
CAUTION: Dry locations only. The electronic characteristics of this cable may change due to excessive tension, crushing, and application of pulling compounds during installation.


