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14C9 : 25FPS/25FPS : 4 Video 1 Audio

16C9 : 100FPS/100FPS : 16 Video 4 Audio:        

32C9 : 200FPS/200FPS : 32 Video 8 Audio:        
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 REAL TIME HIGH RESOLUTION, LOW CPU RESOURCE DVR SYSTEM.   
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 Support Motion Detect Recording, Schedule, Manual, Display.  
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 ALL CHANNEL 25FPS REAL TIME / LIVE / PLAYBACK, NOT Share FPS,        No Lagging Playback.        
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 Expandable to More Channels as when require, Quick Installation Guide include.
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 Support Display, Record, Playback, Remote Network / Web Browser, sametime.
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 Remote Viewable thru Dynamic Domain Name on Web Browser / IE.
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 Support PTZ, Video Surge Protected, Smooth Internet Viewing. 

TECHNICAL SPEC：
	MODEL / VIDEO
	14C9 - 4 Video, 1 Audio / 16C9 – 16 Video, 4 Audio / 32C9 – 32Video, 8 Audio. 

	TV OUTPUT
	RCA from DVR card.          

	FRAME RATE
	25FPS (PAL) 30FPS (NTSC)

	COMPRESSION
	H.264 / MPEG4

	HDD SPACE
	50~120M / H / CAMERA

	RESOLUTION
	PAL：768×576，384×288，192×144

	VIDEO RECORD
	INTO HDD – BMP, JPEG, AVI, MPEG4, CD-R, PRINT OUT,

	REMOTE VIEW


	ISDN、DDN、PSTN、LAN、WAN、Internet、ADSL、Modem，256K-2M BROADBAND, DIRECT IE VIEWING

	PTZ


	SUPPORT PAN TILT ZOOM, MANUAL & AUTO PAN


System Requirement
	CPU
	Intel's  recommended, based on Intel chipset is recommended

	RAM
	At least 512MB  (1G required for 16 cameras)

	VGA
	At least 128MB  ATI Radeon 7000 or above and Nvidia Geforce serials is recommended

	o/s
	Win 2000, Win XP, Windows Directx9.0 or above
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