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CCDA28A DOOR ACCESS PASSWORD & EM CARD with Network. 

Affordable, High Technology, Great for Home, Office, Store … No more keyssss searching here and there. Simply “Tap” your Bag, Purse, and Wallet just like entering the MRT or Bus Sensor. Forget bringing the card? Just input your Personal Password, the Door Access System won’t stop you from entering except if you are not Authorize - Stranger, Maid, Workers, 

 High Security, Reliable, Low Cost, Low Power Consumption, Easy Installation. 

Full Package includes :

 High Class Elegance Stand Alone Door Sensor & 20pcs EM Cards.

1. EM Lock – 280kg, LZ Bracket for Wood/Metal Door OR U Bracket for Glass Door.
2. Emergency Break Glass & Door Exit Button, AC Power Box + Backup Battery (20 hours)
Key Specifications/Special Features:
Number of Cards: 2500 cards, Card Type: EM or Mifare, Output Interface: wiegand 26

Responding Speed: ≤0.2S, Responding Distance:5-15cm, Working Voltage:DC 12V
Static Current:≤100Ma, Operating Temperature: -10℃ to 50℃
Operating Humidity: 10% to 90%, Monitor:LCD
Working Status Indicate:Buzzer,LED(red、green)


1.Multiple-purpose, wide applications

With the functions of password keypad, Chinese reader, single-door control, attendance machine, dual-door door controller in a single device.

With or without buttons, white or champagne computer available. It is a new generation product of high performance-price ratio that can meet the different customer requirements.


2.Leading technology, steady and reliable

 

All the input/output ports are anti-electrostatic and have anti-electric shock function; enhanced anti-interference ability, with anti-deadlock design; PCB has undergone damp proof and anticorrosive treatment, and can be suitable for all kinds of harsh environments.

3.Dynamic definition, flexible application
①1 built-in card reader (EM or Mifare type), 2 sets of W26 interfaces, 2 sets of door magnet inputs, 2 sets of Open button inputs, 2 sets of relay outputs, 1 set of door bell interface, 1 set of RS485 port.
②I/O interface can be redefined. For example, W26 interface can be defined as standard output or input of W26; relay can be defined as output of door control, electric bell or warning; door control can be redefined as fire signal.

③Supports on-line upgrade of hardware.
4. English Menus, ease of use

①Full Menus, with backlight; can display name and employee number of the person who swipes the card.

②Sending public and personal SMS.

③16 alarm points can be set.

④With clock modification parameter to ensure long-time accuracy.

⑤It can be used on line (255 sets at most) or off line. In offline mode, 

device parameters can be set with the keypad.
5.Specialized door control, powerful functions

　①Number of doors controlled: 2 doors, standard Wiegand 26 interface, can be connected to world famous card readers, such as H1D, Motorola, etc.

　②Supports 3,000 card holders, and stores 25,000 events of card swiping and warning.

　③32 time periods/64 time groups/16 application groups/8 holiday and weekend types/effective period of card/card password (6-digit figure).

  ④In offline mode, hardware has two-tier anti-passback (A.P.B) and interlock (only one door can be opened at a time) functions.

　⑤Only Password Enter, Only Card Enter, and Card + Password Enter can be set. Supports Duress Password Enter and Super Password Enter.

　⑥Remote control of random door points, with multiple warning event functions: Open Overtime, Close Overtime, Break In Warning, Duress Warning, Anti-Burglar Warning, Fire Warning, etc.

6.Software Features (OPTIONAL)
　①Performs various system setup and management on DA28A, including Enter/Exit Authority Setup, Personnel Card Management, Data Collection, SMS Sending, etc.

　②Supports real time monitoring, and can timely reflect the enter/exit situation and events occurred. Supports 1 channel (or 4 channels) real time image monitoring, can capture and save images of persons entering, with after-comparison and audit to put an end to swiping card by others.

　③Built-in attendance software, suitable for multiple modes of on duty, with rich functions of statistic report, and can link up with the salary management system.

　④Provides machine bottom dynamic library interface, free demo and development data, and supports customers’ compiling their own data management system.

The software adopts advanced system client/server(C/S) architecture, with Access or SQL Server 2000 support. The software has powerful functions (e-map, door control management, on-line patrol, attendance and salary calculation)..

The software use Dephi to developed, supporting English & Chinese.
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