DIGITAL FREQUENCY CONVERSION ACTIVE INFRARED SENSOR

Height Control & Intruder Alert System, Hazard Warning Indicator – Fencing System

Most Economy Long Distance Focus Warning Motion Detector.
How serious if 

1) Cruise Rig (tallest part of the Cruise) hit against a Passenger cable car or low overhead Bridge? (Big Project for Government)

2) Height Restricted Vehicle drives in the Basement with ALL Electric Cables & Gas Pipe? (Small / Mid / Big Project for any Building)

3) Detect any Intruder / Terrorist along fencing of 10meters ~ 500meters before they strike and damage. (Small / Mid & Big Project for Residential / Condominium / Camp)  
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SPEC for IRM & IRL30

IRM30 : Indoor 90m , Outdoor 30m

IRM60 : Indoor 180m, Outdoor 60m,

IRM80 : Indoor 240m, Outdoor 80m,

IRM100 : Indoor 300m, Outdoor 100m,

IRL30 : Indoor 90m , Outdoor 30m

Sensor Speed : 50~700m seconds

Speed setting: Detect Speed Adjustable 1 ~ 5 

(1 High Speed 6.9m/s, 2 Fast Speed 1.2m/s, 3 Normal Speed 0.7m/s, 4 Slow Speed 0.3m/s, 5 Slowest)

Alarm output : ACDC30V 0.5Amax

Operate DC : DC12V ~ DC24V

Consumption: 40mA max

Temp: -25deg ~ 55 deg

Angle coverage : 180 degree (H), 20 degree (V)

Body : ABS quality

Weight : 150g x 2

Size : 170mm x 75mm x 75mm 

Note: Design subject to change due to Latest Model & Version.

Above are most common in use, Longer range / distance available upon request. 

