KOREA DSP 600TVL ULTRA HIGH RESOLUTION BOX CAMERA.
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Model number: KRD600  

Functions:

- 1/3 inch SONY Super Had CCD II + DYNAMIC DSP

- ULTRA HIGH RESOLUTION: 600TVL / 650TVL B/W
- NOISE REDUCTION FILTER @ 0.01LUX

- HIGH LIGHT COMPENSATION

- DIGITAL IMAGE STABILIZER

- AUTO WHITE BALANCE, SHARPNESS, COLOUR, CONTRAST CONTROL  

- Auto AGC, SBLC, Flickerless function
	Model
	KRD600

	Video signal
	PAL / NTSC

	Scan mode
	2:1  interlaced

	Scan frequency
	15.625KHZ horizontally / 50Hz vertical

	Image sensor
	1/3 inch SONY CNB DSP Super HAD CCD Ⅱ/ 2G

	synchronize
	Enternal

	Total pixel
	795(H) x 596(V) 470K

	Useful pixel
	752(H) x 582(V) 440K

	Horizontally res.
	600TV Lines (B/W 650TV Lines)

	Video output
	1.0Vp-p(75Ω,composite video)

	S/N
	>= 50dB(AGC off, B/W)

	Illumination
	0.1lux(color), 0.01lux(B/W)

	D/N
	Color, B/W, frames accumulation

	Elc noisless
	Low / Mid / High / Off

	Auto AGC
	On / Off

	BLC
	Low / Mid / High / Off

	Elc Shutter
	1/50~1/120,000

	OSD menu
	English / Chinese

	Mirror fun.
	Horizontally

	Privacy zone
	On / Off (1-4 area)

	WBC
	Auto / Manual / Manual auto control

	Motion detect
	On / Off (1-4 area)

	Power
	DC12V(DC10V～15V)

	consume
	Max 1.2W/90mA

	Size
	100x102mm

	Weight
	366g


KOREA DSP 600TVL ULTRA HIGH RESOLUTION DOME CAMERA.

Model number: KRS600
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- 1/3 inch SONY Super Had CCD II + DYNAMIC DSP

- ULTRA HIGH RESOLUTION: 600TVL / 650TVL B/W
- NOISE REDUCTION FILTER @ 0.01LUX

- HIGH LIGHT COMPENSATION

- DIGITAL IMAGE STABILIZER

- FULL OSD TO CONTROL FINE ADJUSTMENT

- MOTION DETECT, PRIVACY ZONE, MIRROR FUNCTIONS.

- WHITE BALANCE, SHARPNESS, COLOUR, CONTRAST CONTROL  

- Auto AGC, SBLC, Flickerless function
- Motion detect, Privacy zone, mirror function
- RS-485(Pelco-D, CNB) Interface
- 3 axis
	Model
	KRS600

	Video signal
	PAL / NTSC

	Scan mode
	2:1  interlaced

	Scan frequency
	15.625KHZ horizontally / 50Hz vertical

	Image sensor
	1/3 inch KOREA DSP Super HAD CCD Ⅱ/ 2G

	Lens
	3.6 / 6 / 8 / 12mm lens

	synchronize
	Enternal

	Total pixel
	795(H) x 596(V) 470K

	Useful pixel
	752(H) x 582(V) 440K

	Horizontally res.
	600TV Lines (B/W 650TV Lines)

	Video output
	1.0Vp-p(75Ω,composite video)

	S/N
	>= 50dB(AGC off, B/W)

	Illumination
	0.1lux(color), 0.01lux(B/W)

	D/N
	Color, B/W, frames accumulation

	Elc noisless
	Low / Mid / High / Off

	Auto AGC
	On / Off

	BLC
	Low / Mid / High / Off

	Elc Shutter
	1/50~1/120,000

	OSD menu
	English / Chinese

	Mirror fun.
	Horizontally

	Privacy zone
	On / Off (1-4 area)

	WBC
	Auto / Manual / Manual auto control

	Motion detect
	On / Off (1-4 area)

	Power
	DC12V(DC10V～15V)

	consume
	Max 1.2W/90mA

	Size
	100x95mm

	Weight
	350g


     SPEC: 

KOREA DSP 600TVL ULTRA HIGH RESOLUTION DOME CAMERA.

Model number: KRB600
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- 1/3 inch KOREA Super Had CCD II + DYNAMIC DSP

- ULTRA HIGH RESOLUTION: 600TVL / 650TVL B/W
- NOISE REDUCTION FILTER @ 0.01LUX

- HIGH LIGHT COMPENSATION

- DIGITAL IMAGE STABILIZER

- FULL OSD TO CONTROL FINE ADJUSTMENT

- MOTION DETECT, PRIVACY ZONE, MIRROR FUNCTIONS.

- WHITE BALANCE, SHARPNESS, COLOUR, CONTRAST CONTROL  

- Auto AGC, SBLC, Flickerless function
- Motion detect, Privacy zone, mirror function
- RS-485(Pelco-D, CNB) Interface
- 3 axis
	Model
	KRB600

	Video signal
	PAL / NTSC

	Scan mode
	2:1  interlaced

	Scan frequency
	15.625KHZ horizontally / 50Hz vertical

	Image sensor
	1/3 inch KOREA DSP Super HAD CCD Ⅱ/ 2G

	Lens
	3.6 / 6 / 8 / 12mm lens

	synchronize
	Enternal

	Total pixel
	795(H) x 596(V) 470K

	Useful pixel
	752(H) x 582(V) 440K

	Horizontally res.
	600TV Lines (B/W 650TV Lines)

	Video output
	1.0Vp-p(75Ω,composite video)

	S/N
	>= 50dB(AGC off, B/W)

	Illumination
	0.1lux(color), 0.01lux(B/W)

	D/N
	Color, B/W, frames accumulation

	Elc noisless
	Low / Mid / High / Off

	Auto AGC
	On / Off

	BLC
	Low / Mid / High / Off

	Elc Shutter
	1/50~1/120,000

	OSD menu
	English / Chinese

	Mirror fun.
	Horizontally

	Privacy zone
	On / Off (1-4 area)

	WBC
	Auto / Manual / Manual auto control

	Motion detect
	On / Off (1-4 area)

	Power
	DC12V(DC10V～15V)

	consume
	Max 1.2W/90mA

	Size
	100x95mm

	Weight
	350g


     SPEC: 

KOREA CNB 600TVL ULTRA HIGH RESOLUTION POWERFUL IR WEATHERPROOF IP67 CAMERA.

Model number: KRVF600

[image: image7.wmf] 

- 1/3 inch SONY Super Had CCD II + DYNAMIC DSP

- ULTRA HIGH RESOLUTION: 600TVL / 650TVL B/W
- NOISE REDUCTION FILTER @ 0.01LUX

- HIGH LIGHT COMPENSATION

- DIGITAL IMAGE STABILIZER

- FULL OSD TO CONTROL FINE ADJUSTMENT

- MOTION DETECT, PRIVACY ZONE, MIRROR FUNCTIONS.

- WHITE BALANCE, SHARPNESS, COLOUR, CONTRAST CONTROL  

- Auto AGC, SBLC, Flickerless function
- Motion detect, Privacy zone, mirror function
- RS-485(Pelco-D, CNB) Interface

	Model
	KRVF600

	Video signal
	PAL / NTSC

	Scan mode
	2:1  interlaced

	Scan frequency
	15.625KHZ horizontally / 50Hz vertical

	Image sensor
	1/3 inch SONY CNB DSP Super HAD CCD Ⅱ/ 2G

	IR distance
	36Pcs D8 LED, 30-50M IR distance

	Lens
	4-9 mm Auto iris lens

	synchronize
	Enternal

	Total pixel
	795(H) x 596(V) 470K

	Useful pixel
	752(H) x 582(V) 440K

	Horizontally res.
	600TV Lines (B/W 650TV Lines)

	Video output
	1.0Vp-p(75Ω,composite video)

	S/N
	>= 50dB(AGC off, B/W)

	Illumination
	0.1lux(color), 0.01lux(B/W)

	D/N
	Color, B/W, frames accumulation

	Elc noisless
	Low / Mid / High / Off

	Auto AGC
	On / Off

	BLC
	Low / Mid / High / Off

	Elc Shutter
	1/50~1/120,000

	OSD menu
	English / Chinese

	Mirror fun.
	Horizontally

	Privacy zone
	On / Off (1-4 area)

	WBC
	Auto / Manual / Manual auto control

	Motion detect
	On / Off (1-4 area)

	Power
	DC12V(DC10V～15V) 968gram

	consume
	Max 1.2W/90mA

	Size
	100x107x67mm
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