
The WLAMD / WMDLR / WMDHM Digital indoor motion detector uses Passive Infra Red (PIR) technology to detect movement of body heat to activate the alarm in the event of an intrusion. 
Designed to fit perfectly with Wall Mount.


Latest digital technology and represents the future in signal processing and optical lens technology to lead the industry in detection accuracy, false alarm immunity and ultimate reliability. Modern techniques which eliminate the many types of interference that affect reliability of traditional detectors to guarantee superior long term performance and dramatically reduce false alarms.
Uses a cylindrical lens with uniform detection sensitivity up to a distance of 8 metres. 


Fully sealed optics provide protection against draught, dust and insect ingress, offering a high level of environmental immunity and reducing the burden from repeated false alarms.


Meet the most professional alarm installation standards and yet have made the products easy to install with remote walk test saving installation time.


Value for money with many features incorporated to give a high level of security benefit and total peace of mind.

Key Features 
Digital processing technology for better detection accuracy
3D cylindrical optics with Target Specific Imaging provides up to 8m 110° multiple curtain coverage with creep zone
Adjustment free fast installation
Remote test with alarm event verification software assures highest reliability and false alarm protection, Solid state relay for silent operation, -10°C - 50°C
Technical Specifications 
Electrical Quiescent Current 8mA 
Voltage range 9 to 16 VDC , Physical Environment -10°C to 50°C 
Dimensions (w*h*d) 68*99*45mm, Weight 55g
