HOME / OFFICE / STORE SECURITY ALARM PANEL

MODEL PENTA TX88 
· MOST COST EFFECTIVE, SOLID BANK ATM STANDARD.

· HIGHLY SECURE, WIDELY USE IN ISREAL & USA.
· MADE IN USA, NOT CHINA. http://www.el-usa.com 
· SUPPORT UP TO 8 ZONES WITH EASY DIY INSTALLATION GUIDE 
     & USER GUIDE.
· LONG LASTING, DURABLE UP TO 10 YEARS ~ 15 YEARS.

· ZERO CHANCES OF FALSE ALARM. 

· DIAL OUT WHEN EMERGENCY – UP TO 3 TELEPHONE.
· LOW POWER CONSUMPTION, DC12V 7A BATTERY STANDBY 
     UP TO 20 HOURS.

· WORKABLE WITH ALL BRANDED ACCESSORIES – TEXECOM, SCANTRONIC, DSC,…… 
· OPTIONAL ON-SITE ENGINEER / CONSULTANT WHEN REQUIRE.

· EASY ACCESS SERVICE CENTER IN CITY.

· 20% DISCOUNT FOR RELATED ACCESSORIES - MOTION DETECTOR, MAGNETIC SENSOR, SMOKE SENSOR, PANIC BUTTON, ETC.

· Kindly read Manual for more functions…..

[image: image1.jpg]Penta XL & Penta Plus XL
Household Burglary Alarm Panel

12V20h BATTERY: (8989 Ieiccroios ine 3000 ecormmencs ey
Replace the battery Gonnectorfor3607] | the system at least once a week. Refer to the
every 3 -5 years. Voice Module testing procedure found n the user manual
The maximum charging

n

omn
xorram

current is 350mA. AUXILIARY POWER OUTPUT:
sl oy oty
oo | Bty Sreme. 2y gmina
.
1 AR GTE DT CORRENT A
B ey )
- BATTERY PROTECTION FUSE: for peripheral units must not exceed
Replace with a 1.0A/250V fuse 300mA when one keypad is installed.
For each additional keypad (up to 3
BELL/SIREN OUTPUT. max.) the permitted current draw is
e el

[ Telephone
Line

"1 Optional

Earth
Connection

=1

'AC Transformer
50/80Hz
15VAC
22.30VA
Do not connect to
a switch controlled

receptacte.

LED Keypad

(oo e
- ] e

I %
AUX KPD

D R Tamper

Zone

7

Dew T l:‘z 5 uE wmm @
ZONE

CDNNECTIONS * Penta Plus XL only

) Connections Resistor
SE5SHS 2 UsA L NS Tzone
hardware Connedtions
| A o) 22K 22K (EOLR)

"W "W




DEC2008

