RFID CARD

ISO contactless card, also called proximity card, with the chip of low frequency 125 KHz, or high frequency 13.56 MHz, achieves contactless transmission of data with electromagnetic waves transmitting data between the RFID chips and reading devices. 

 

With customers of more than 30 countries, we can offer you various RFID products with superb quality, cost-effective price and fast delivery!
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Available Card ICs
	Card ICs
	Frequency
	Memory
	RF Standard
	Application

	EM4100/4102
	125KHz
	64 bit R/O
	/
	access control, identification

	EM4450/4550
	125KHz
	1024 bit R/W
	/
	access control, identification

	ATA5557/5567
	125KHz
	330 bit R/W
	/
	e-lock, identification

	Hitag 1/2
	125KHz
	2K/256 bit R/W
	/
	membership, logistics, distribution

	Hitag S2048
	125KHz
	2K bit R/W
	/
	livestock, e-lock, access control

	Mifare 1k S50
	13.56MHz
	1K Byte R/W
	ISO 14443A
	transportation, parking, membership

	Mifare 4k S70
	13.56MHz
	4K Byte R/W
	ISO 14443A
	transportation, parking, membership

	Mifare Ultralight
	13.56MHz
	512 bit R/W
	ISO 14443A
	metro, transportation ticket

	Mifare DESFire 4k/8k
	13.56MHz
	4K/8K Byte R/W
	ISO 14443A
	transportation, membership

	I CODE SLI
	13.56MHz
	1024 bit R/W
	ISO 15693, ISO18000
	logistics, distribution

	Legic MIM 256/1024
	13.56MHz
	256/1024 Byte R/W
	Legic RF Standard
	access control, identification

	TI2048
	13.56MHz
	2048 bit R/W
	ISO 15693, ISO18000
	transportation, ticketing, logistics

	Picopass 2k/32k
	13.56MHz
	2K/32K bit R/W
	ISO 14443B, ISO 15693
	identification management


Features
· Size: ISO standard--86mm*54mm*0.8mm 

· Material: PVC, PET, PC, ABS, PETG 

· MORE INFO HERE.  
