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RFID MODEL : 

1) DC12V 2A, Capacity 1024 User, Sensor Distance 15~20mm, RFID H4100 Type, Temp -40deg ~ 70deg, Humi 10% ~ 90%, Size 117 x 117 x 21mm.

2) Tips : 
Ensure DC12V Polarity correct, if by mistake – Reader will be permanently damaged.

Buzzer will activate when Tamper Switch opens.

3) Default Password: 123456
Programming Mode: * 123456 #  (enter to this mode to change the following)
	Change Admin Password
	0 # 123456 # (6 digits)

	Access Mode
	1 # ( 1 # by PW only) (2 # by Card or PW) 

	Set User ID OR PW
	2 # USER ID ( 1 ~ 1024) #
PW # or Scan Card.

	Set User ID with PW
	3 # USER ID ( 1 ~ 1024) # Scan Card & Password #

	Delete User
	4 # USER ID # (One User)
4 # Scan Card (* to exit)

5 # Admin Password # (All Users)

	Access Time
	6 # 06 # (Default 06 sec, 1~99 sec)

	Change user PW
	7 # 
USER ID # NEW PW # OR Scan Card NEW PW #

	Register ALL card
	8 # Scan ALL Cards (within 5 mins, * to exit)

	Save & Exit
	9 # 

	Note: * to return to earlier program, User ID 1 ~ 1024 (no repeat), PW 0~999 999


4) Reset Factory Default : 

OFF POWER, J2 JUMPER to 2 & 3 pin, ON POWER (System Re-initialized)

OFF POWER, J2 JUMPER to 1 & 2 pin, ON POWER (Use Mode)

5) N.O. & N.C

J3 Jumper 2 & 3 pin (N.O. Default)

J3 Jumper 1 & 2 pin (N.C.)

6) Cabling Input & Output.

1 – DC12V + Input,    2 – DC12V – GND Input,
3 – PUSH Signal,       4 – EM Lock DC + Output,

5 & 6 Door Exit,        7 & 8 Door Bell.

Wish All Smooth & Good Wealth.

Warm Regards
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