AUTO-DIALER 911

Microcomputer Automatic Alarm device

CCTV SECURITY AUTOMATIC ALARM SYSTEN

Specification:

Power: DC11V TO 15V

Static Current: 20mA  (MAX)

Dial Mode: Tone / Pulse, jumper selection by J1, J2, J3 

Alarm Mode: N.C., N.O. and voltage, jumper selection J2 and J3

Recording Time: 20 seconds, telephone number and voice will not lose when power is off.

Telephone Number Storage: 4 groups, and each group can save longest 16 digits numbers.

Second level private password: 0-6 numbers private password, and the first three numbers can be used for cancel alarm and the whole (six numbers) password can be used for modifying the setting.

The default Password: 911

 Outer Appearance Figure
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① Speaker
② Microphone
③ 7 bytes screen:  input the number for save, it will show on this screen
④ E4 LED: this LED will light when E4 number was be set
⑤ E1 LED: this LED will light when E1 number was be set 

⑥ E2 LED: this LED will light when E2 number was be set 

⑦ E3 LED: this LED will light when E4 number was be set  

          E1, E2, E3, E4 will light when setting password

⑧ Telephone connect interface

⑨

 eq \o\ac(○,10) 12V DC power interface, orange to positive, coffee to the negative 

 eq \o\ac(○,11)

 eq \o\ac(○,12) Control signal wire, Blue to positive, green to negative  

 eq \o\ac(○,13)    P button can be used in following purposes:

When connected to automatic feedback phone system, it use to make pause, once press for 2 seconds, twice press for 4 seconds, following like this. Use this function to dial to branch line.

 eq \o\ac(○,14)    Connected to the parallel connected telephones
Set Touch Off Signal and Telephone System:

① Open the back cover

② Three jumpers J1, J2 and J3 are seen on PCB board. 

The touch off signal and telephone system can be setting based following picture

③ Set this system to Tone or Pulse system

Set J1 to the “left” side to TONE system

Set J1 to the “right” side to PULSE system

④ Touch off signal, please set to fitful setting base your protection system or sensor. 

（A） N.C. Input: J2 at the “left”, J3 at the “left” 

（B） N.O. Input: J2 at the “right”, J3 at the “left”
（C） Pressure Input: J2 at the “left”, J3 at the “right” 

⑤ After completed the setting, please cover the back cover

Microcomputer Automatic Alarm device Auto-Dialer Operate Procedures

Self-test after the device was power on:

After self-test is completed, the working mode begins, and the LED at the right down corner on the 7 bytes screen will light. If it has saved information, AUTO-DIALER will alarm automatically when receiving the alarm signal. If need set or change the setting, it can save and check telephone number, password and record and play the record in accordance with the following steps:

1  Enter into the programming mode:

First press   P , then press the private password (0-6 numbers), then press enter

Notice: The default password is 911
For example: when the new machine without modifying the password, the operation of entering into the programming mode is as follows:

      P      ⑨     ①     ①     ENTER

If the input password is correct, display □, and then enter into the programming mode and display5 

If the input password is incorrect, display E, return to the working mode, then input again according to the above steps
2  Save the first group telephone numbers

In the programming mode, namely in the mode of displaying ５:

For example, if the telephone number is 93953399, the operate procedures are as follows:

A    E1     eq \o\ac(○,9)     eq \o\ac(○,3)     eq \o\ac(○,5)     eq \o\ac(○,3)     eq \o\ac(○,3)     eq \o\ac(○,9)     eq \o\ac(○,9)    ENTER
Press ENTER  to save number, if display □, it save success, then return to 5 mode; if display E, it save fail, and the machine will return to 5 mode, and then user can operate again. If want to delete first group of telephone numbers, only in 5 mode, press E1, and then press directly ENTER.

B If firstly dial to the automatic feedback telephone system, then automatically dial to the extension. Supposed the extension number is 12, then the program as follows:

  E1     eq \o\ac(○,9)     eq \o\ac(○,3)     eq \o\ac(○,5)     eq \o\ac(○,3)     eq \o\ac(○,3)     eq \o\ac(○,9)     eq \o\ac(○,9)   P        ①     ②
     ENTER

C Each time press P  , pause for two seconds. If press twice, then pause for four seconds

 (The save of the second, third and forth group of telephone numbers are same with those of the first group)

3  Search the pre-saved telephone numbers:

In the programming mode, namely in the mode of displaying ５, press button 3, and at this time, display匚, system run under check mode. Then press the E1, E2, E3, E4 or PAUSE as per the intended research, the display will begin to show the numbers. The operation procedures are as follows:
3    E1  or E2  or  E3  or E4  or   P       the display begins to show the pre-saved telephone numbers or private password, and after the display is completed, then single beep over.

4  Save and play the alarm voice information:

A  This device can save 20-second voice information, and in the programming mode, namely in the mode of displaying 5, press button 1 (at this time the display ┌ , system run under RECORD mode), it can record directly. The operation procedures are as follows:
①     Start to speak and record    the single beep over (after the 20-second recording is completed, it shall stop automatically.)

B   Play the alarm voice information: in the programming mode, press button 3 and then button 2, (at this time the displayＰ, Device run under PLAY mode), then play the recorded voice information. The operation procedures are as follows:
    ③      ②     Play the pre-saved 20-second voice information    the single  beep over (after the 20-second recording is completed, it shall stop automatically.)

5  Save password and check password

A  Save password:

It can save (0-6 numbers) private password, and the default password is 911. If the private password is 714160, the operation procedures are as follows:

 In the programming mode, namely in the mode of displaying ５, press P       ⑦     ①     ④     ①     ⑥    0      ENTER then hear the single beep  
B   Check password:

In the programming mode, namely in the mode of displaying ５, press button 3, then press P , and the display will show the password. The operation procedures are as follows:
Press ③     P       display the password, and after the display is completed, the  beep will on.

C   If in the use operate password is lost, then it is required to open the back cover, and   power on to the working mode, press RESET as shown in (picture 1),  then the password will resume to the default password 911. 

6  Three optional programming alarm mode:

A  Input --5--0—enter in sequence: Once the alarm signal was touch off, then the continuous alarm signal will output three times, and it can be cancel by key in password, please see the article 8 for details

B  Input --5--1—enter in sequence: Once the alarm signal was touch off, then the continuous alarm will output one time, and it can be cancel by key in password, please see the article 8 for the details

C  Input --5--2—enter in sequence: The dial will start then alarm signal was touch off, Once alarm signal stop, dial will also stop at once. Check and input --3—5, the relevant A, B and C will show 1, 2 and 3 respectively

7 Stop the alarm signal:

When AUTO-DIALER911 was touch off, dial out based the phone numbers saved before. If need stop AUTO-DIALER dialing alarm at any time, when screen showing □, input the private password to stop the dialing alarm. Supposed that the password is 1, 2 and 3, when input 1     2   3, the screen will change its display from the former display to 1, 2 and 3 display. If the password is correct, then the beeping sound gives off and the alarm is released. In case of alarm release, it is only required to input the first three digits of the password, and if the password is less than three digits, then “0” is required for filling.

For instance, the password is 1 and 2. The operation procedures are: in the mode of displaying □, input①    ②   0.

8 Notice:

A  In the above set operate, if intended to change the original set contents, it is only required to re-operate the same procedure in the programming mode, namely in the mode of displaying ５, and then the new contents can be saved automatically
B   It is very important to implement installation and use correctly according to the specification. In our sale activities, we may often meet such situation that the client says the machine works abnormally after commissioning, and when our engineers come to the site, they only find that it is usually because the lines of the clients’ telephone are connected wrongly or the jumper setting is not correct, and the alarm mode is not configured. Therefore in terms of these three points, we hope clients would pay their special attention on: 

（1） Alarm Manner Setting (See Article 6 of the Specification for details)

（2） Alarm Wire Trigger Manner Jumper Setting (See the trigger signal and telephone system setting for details)

（3） The connection of the telephone lines (See the trigger signal and telephone system setting for details)

C  Common troubles solution:

（1）Trigger but fail to dial the number: The telephone lines are possibly connected in reverse.

（2）No trigger: The trigger manner might be configured wrongly, namely J2 and J3 jumpers are configured wrongly

（3）Big noise when playing the sound: Mostly it is due to the problem of the power supply of the dialer

（4）Constant dialing: Failure to choose to set the alarm manner

D  The method of using the dialer directly without requiring the telephone exchange:

（1）Select the relevant trigger manner, and 911 can be connected to the probe, door magnetic sensor, emergency button and power on-off and thus forms an independent theft guard system 

（2）Guard Deployment: It is only required to turn off the power and after closing the door and leaving, turn on the power and enter into the guard status

（3）Guard Removal: When inputting the telephone number, press P eight times before the telephone number, then the time can be expended for 16 seconds. Each time press P, it can be postponed for two seconds. After enter the door, press the password to release the alarm or turn off the power supply within 16 seconds.

As shown in the figure: TEL Juxtaposed Telephone


LINE connecting telephone plug





Note: Four groups of telephone numbers can be saved to E1, E2, E3 and E4.


Each group of telephone number can save as maximum 16 numbers 
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