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CCVDP3             Descriptions    

[image: image1.jpg]


   [image: image2.jpg]


 [image: image3.jpg]


 [image: image4.jpg]


 [image: image5.jpg]


   [image: image6.jpg]


 [image: image7.jpg]


   [image: image8.jpg]



Mini Size (4.3"~4.7”) SOLID Amour-proof / Vandal-proof / Weatherproof Wide Angle 1/3" SHARP / SONY SUPER HAD + HITACHI 12BIT DSP CCD Low Lux Sensor. Great for Low Height installation - Lift, Cashier, Common Corridor,                     high chance of easily attack / destroy location.                                            Low Power consumption DC12V, BNC Video direct out to TV, DVR Recorder,…. 
Security Camera features:
· 1/3” SHARP / SONY SUPER HAD HITACHI 12BIT DSP 420TVL ~ 540TVL. 
· Picture Elements NTSC:768x494, PAL:752x582
· Protection Against Rain & Wind ( IP66 ) 
· Lens : Built-in 4mm, Optional Varifocal 3.8~9.5mm or Varifocal 2.5~6.0mm
· Crystal Clear Image with SSNR 
· Low Light Viewable 0.3 Lux, 0 Lux when IR ON.
· S/N Ratio More than 48dB
· Electronic Shutter NTSC:1/60~1/100,000, PAL:1/50~1/110,000 Gamma 0.45
· Day & Night or Low Lux in Colour.
· White Balance Auto, Gain Control Auto, Sync. System Internal
· Video Output 1 Vp-p / 75 Ohms
· Power Consumption 2.5W max.
· Operating Temp. -10°C ~ 50°C
· Backlight compensation
· 12VDC
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