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Chapter 1.  Installation 

Contents of the box 

The following parts are included in the box. 

 

ǐ  Digital Video Recorder  1 unit 

ǐ  CD (Manual & Program)  1 piece 

ǐ  Remote Controller   1 unit (Including AAA battery x 2) 

ǐ  AC/DC adapter   1 piece (12V/5A, 110Vac/220Vac) 

ǐ  AC power cord   1 piece (220V or 110V) 

ǐ  Screws 

-  HDD screw    1 kits / 4 pieces (#6-32) 

 

 

Choosing a location for installation 

The unit is designed for desk mount. The following precautions must be taken during  

installation. 

 

ǐ  Openings in the case are ventilation purpose.  To prevent overheating, these  

ventilation holes should not be blocked or covered. 

ǐ  Ensure there is 2ò gap on either side of the unit. 

ǐ  When stacking units, ensure there is at least 1ò gap between each unit. 

ǐ  Ensure the unit is not located in an area where it is likely to be subjected to mechanical  

shocks. 

ǐ  The unit should be located in an area with low humidity and a minimum of dust. 

ǐ  If the unit is to be installed in a closed assembly, the maximum operating temperature 

   Must not exceed 104ɓ(40ɒ) 

ǐ  Ensure there is reliable earthling of the mains outlet when fitted to supply connections, 

   other than direct connection, to the branch circuit. 

ǐ  It is recommended that an uninterruptable power source be connected to the unit in 

   case of power failure, to ensure continuous operation of the unit. 

 



 

 

 
Page 6 of 69 

 

 

Installation 

 

× Rear panel layout 

 

 

 

 

 

 

 

 

 

 

 

× Basic connections 

1.  Connect Cameras 

 

 

 

 

 

 

 

 

 

2.  Connect display devices  

 

 

 

 

 

 

 

CAM#1 CAM#2 CAM#3 CAM#4 ȶȶȶȶ CAM#15 CAM#16 

CH16 SPOT OUT 

MONITOR CH15 

VGA 

VGA Monitor 

Main TV 

DC (12V/3.3A) 

USB2.0 

Ethernet 

RS485(PTZ) 

 

Video In(Ch13 ~ Ch16)  

Video In(Ch9 ~ 12)  

Video In(Ch5 ~ 8)  

Video In(Ch1 ~ 4)  

Alarm Out (1) 

Alarm In(1 ~  4) 

VGA Out 

Audio In/Out  

SPOT Out 

MAIN OUT 
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× Connect audio devices 

 

 

 

 

 

 

 

 

× Connect alarms  

 

 

 

 

 

 

 

 

 

 

 

× Connect RS-485 PTZ camera (optional) 

 

 

 

 

 

 

This drawing is for N/C type device. 
If you have N/O type, then connect to N/O pin. 

Speaker 

Microphone #1 

 

ALARM IN / OUT 

          

IN OUT 

          

RS-485 

PTZ Camera 
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× Connect to network 

 

 

 

 

 

 

 

 

× Connect a mouse (optional) 

The unit support hot plug-in & play. 

So, you can attach the mouse later, during system is running. 

 

 

 

 

 

 

 

× Connect power 

 

 

 

 

 

 

 

 

 

ETHERNET 

USB DC12V 

RJ-45 Plug 

ETHERNET 

USB DC12V 

DC Plug 
(12V) 

USB Wheel Mouse 

ETHERNET 

USB DC12V 
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Time adjustment 

 

TIME STAMP IS A VERY IMPORTANT REFERENCE FOR RECORDING AND SEARCHING. 

PLEASE, SET CLOCK CORRECTLY AFTER READ THIS SECTION. 

 

Step 1.  Set GMT/Location 

Since DST rule is different location by location, you must set your correct location. 

Please, set correct GMT/Location in Admin::DateTime menu. 

É Refer to ñDaylight Saving Timeò section in Chapter 2. 

É Refer to ñAdmin::DateTimeò menu in Chapter 5.  

 

Step 2.  Initial time synchronization in Admin menu (Optional) 

If the unit can access network time server, it is recommended strongly to synchronize the time 

with the network time server before start, in Service menu.    

Because, if the time difference is big, then time synchronization is failed in recording mode. 

You can do this job in Admin::DateTime menu. 

É Refer to Admin::DateTime menu in Chapter 5. 

 

Step 3.  Time adjustment 

If you canôt do step 2., the you need to adjust the time by your hand. 

É Refer to Admin::DateTime menu in Chapter 5. 

 

Step 4.  Periodical time synchronization (Optional) 

You can configure the unit to synchronize the time periodically with network time server. 

É Refer to System::TimeSync. menu in Chapter 4. 
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Chapter 2. Pre-acknowledgement 

 

Front Panel 

 

 

 

 

 

 

 

 

 

 

1. IR Receiver : This location received Infrared remote controller signal. 

2. They are LED instruction ramps to indicate the present status of system. 

◙  POWER   : Indicates POWER ON/OFF Status. 

    Becomes power on and before being started until, when blinks and  

   the system is started, maintains ON conditions 

◙  REC : This lamp become ON with red, when the system recording. 

◙  NET : Shows a network connect state, when connects the network blinks.  

 

◙  ALARM : Alarm input event occur, when the lamp become ON. 

 

 

 

 

 

 

 

 

 

 

 

IR Receiver LED Indicator  
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Infrared remote controller 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Not Supported 

Select Remocon ID PANIC  

Backup Menu 

Lock / Unlock PTZ 
 

Audio Mute 

1) Camera Select 
2) Numeric Entry 

1) Escape 
2) Login 

1) Right 
2) 4x4 screen 

1) Up 
2) 2x2 screen 
3) Increase 

Next frame 

1) Down 
2) Volume Menu 
3) Decrease 

Play/Pause 

Reserved for 
future use. 

Forward play Reverse play 

Search 

Stop 

Prev. frame 

Menu 

1) Left 
2) 3x3 screen 
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Multiple unit with single remote controller 

You can control multiple unit using single remote controller. 

Each unit has its own Remocon ID, you can change/verify it in System::Info menu. 

Ensure that each unit has different Remocon ID. 

 

Please, follow below procedure to set a target unit among multiple unit. 

 

Step 1.  Press ID button in remote controller. 

 If the unit in live view mode, ñRemocon IDò message box 

will be shown. 

 

Step 2.  Press two digit of the target unitôs Remocon ID. 

Pressed digit will be shown in ñRemocon IDò message box. 

If you want to cancel the job, press ESC button. 

 

 

 

 

 

 

 

Mouse operations 

 

The unit support PS/2 wheel mouse,  

and hot-plug and play is supported. 

 

 

Note 1.  Mouse is not supplied as a accessory. 

2.  Support wheel mouse only. 

3.  Double click does not supported. 

 

 

 

 

TIP 

Wheel  : Up(+)/Down(-) 

Right  : Quick Menu 

Left  : Select 
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Virtual keyboard 

In some menus, virtual keyboard served for text entry. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Login 

Default password for all account is ñ11111111ò (eight digit of ó1ô). 

 

When you try to access some function,  

the unit will shows a login window,  

and you have to login with proper permission  

to access the unit. 

 

 

TIP 

Caps 
Lock 

Escape 
(Exit) 

Large Letter mode 

Multi Language Translator (Received) 

Enter 

Back Space 

Space 
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User management 

 

Entering to User menu 

Step 1.  Press Menu button, and select System menu. 

Step 2.  Select User tab in System menu. 

 

 

 

 

 

 

 

 

 

  

ID 

You can rename from User1 to User15 using virtual keyboard, other ID are pre-fixed. 

 

Password 

You can change the password, mind that you must delete old password using backspace key 

of the virtual keyboard.  1 ~ 8 digits are possible as a password. 

 

Permission 

4 permission levels are available from User1 to User18, other userôs permissions are pre-fixed. 

◙  Live  : Right for live view only. 

◙  Search : Right for live view and Search. 

◙  Setup : Right for live view and Setup. 

◙  All  : Right for live view, Search and Setup. 

 

Hidden 

Administrator can assign different right to live view for each user. 

In other words, all user could be assigned different ñHidden Cameraò settings. 

Step 1. 

Step 2. 


